
GeoLink Defence

Holds fast. Lightweight and flexible, GeoLink is easy to close and reopen, yet self-securing under load.

Safe handling

One-person operation without tools and
without risk of injury.

High precision

Precisely defined breaking loads make it
suitable as a sacrificial element.

Marked pressure points

Clear positioning ensures reliable function.

Delivery possible in accordance with TL 4020-0010 and VG 84560

Diameter

8 mm - 96 mm Ø

Construction

Technical data
Elongation at 10% of the breaking load: 0.60 %

Ø
[mm]

Weight
[kg/100 m]

Bl. real
in splice

[kN]

Bl. linear DIN
according to EN ISO 2307

[kN]
8 mm Ø 0.01 14.00 15.56
10 mm Ø 0.01 24.00 26.67
12 mm Ø 0.02 31.90 35.44
14 mm Ø 0.04 55.90 62.11
18 mm Ø 0.07 79.80 88.67
20 mm Ø 0.14 119.50 132.78
24 mm Ø 0.28 167.50 186.11
28 mm Ø 0.37 191.50 212.78
32 mm Ø 0.55 243.00 270.00
34 mm Ø 0.80 308.50 342.78
36 mm Ø 1.03 360.00 400.00
40 mm Ø 1.36 437.00 485.56
44 mm Ø 1.61 477.00 530.00
48 mm Ø 2.14 577.50 641.67
50 mm Ø 2.60 634.00 704.44
54 mm Ø 2.98 654.00 726.67
58 mm Ø 3.58 742.00 824.44
60 mm Ø 4.33 830.00 922.22
64 mm Ø 5.08 922.50 1,025.00
68 mm Ø 5.73 950.40 1,056.00
74 mm Ø 7.98 1,203.80 1,337.56
82 mm Ø 10.08 1,390.00 1,544.44
96 mm Ø 23.49 2,225.00 2,472.22

 


