
TECHNISCHE DATEN / TECHNICAL DATA

DURCHMESSER / DIAMETER

18 mm – 22 mm
▶ Weitere Durchmesser und

Koppelseile  auf Anfrage
▶ Other diameters and coupling

ropes available on request

KONSTRUKTION / CONSTRCUTION

One 

DEHNUNG / LOAD ELONGATION

▶ bei 10% Bruchlast: 0,6 %
▶ at 10% of the breaking load: 0.6%

∅
Gewicht Bruchlast im 

Spleiß
Bruchlast 

linear

Weight Spliced break 
load

Breaking load 
linear

mm kg/ 
100 m

kN kN

18 15,3 243,0 270,0

20 20,1 308,5 342,8

22 23,4 360 400,0
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More than Ropes.

Flussaufwärts: Gebrauchsfertig 
konfektionierter Festmacher für 
die Flusskreuzfahrt mit überragend 
leichtem Handling.

Upstream thinking: Ready-to-use 
mooring line for river cruise vessels 
with exceptionally light handling.

Kompakter 
Seilquerschnitt
Für zuverlässigen 
Einsatz auf Winden und 
Pollern

Sicheres Handling
Superleicht, 
schwimmfähig und 
flexibel

Langlebigkeit
Texteel®-Power und 
Scheuerschutz im und 
auch hinter dem Auge

Compact cross-
section
For reliable use 
on winches and 
bollards

Safe handling
Ultra-lightweight, 
buoyant and 
flexible

Longevity
Texteel® power and 
chafe protection at and 
beyond the eye



More than Ropes.

More info in our video:

Digital unterstützte 
Inspektionen
Digitally assisted 
inspections

Echtzeit-Monitoring Ihres 
Seilzustands
Real-time rope status 
monitoring

Foto-Uploads für direkte 
Beurteilung durch unser 
Gleistein Care Team
Photo uploads for direct  
assessments by our 
Gleistein Care Team

Available on  
every device  
all over the  
world


